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PE1

Pellet Boiler

The Most Advanced Pellet
Boiler Available in the U.S

. For home or light
commercial use

. Fully automatic

. Very reliable

. Bulk fuel ready

- Plug & play

. No assembly

. EPA certified

Lambdatronic P 3200 control with easy to use 7" display.

Quiet, induced-draft combustion blower regulated by the boilers controller for optimum combustion.
Broadband lambda probe for optimal combustion.

Automatic heat exchange cleaning provides maximum efficiency.

High-quality insulation - not a forgotten detail.

Special stainless steel pellet burner.

Automatic sliding grate for ash removal. The movement of grate controls the secondary air and the integrated
chimney cut-off at the same time.

Pellet container. All PE1 boilers come standard with auto-filling capability.

Unique in industry safety gates.

Automatic hot surface recognition.

Automatic ash removal in a closed ash container. Only remove ash every 300-1000 hours of operation.
External pellet fuel suction module, a standard feature of all PE1 boilers.
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Independence and Self-Reliance
Froling PE1 with its ingenious, fully
automated operation, can replace an oil
or gas boiler and can be relied upon to
run for a month or more at a time without
human touch. The boiler modulates to
match the heating load and uses very
little power to operate.

The boiler uses a long lasting, low energy,
hot surface igniter for ignition. Other
unique features that set the boiler apart
are a combustion grate that slides to
clean while at the same time controlling
secondary air, and the integrated chimney
cut-off to retain heat in the boiler when
not actively burning.

The standard pellet fuel vacuum with
sound deadening cabinet can be located
at any place along the return air line for
easy service and sound management.
Froling Connect software allows free
remote monitoring and control from web
enabled devices.
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The Froling PE1 Pellet Boiler

Froling PE1 Automatic Pellet Boilers are compact, automatic,
home heating boilers with advanced controls for clean
combustion. PE1 boilers are well suited for central heating of all
types including radiant floor heating, baseboard heaters, and

forced hot air.

Froling PE1 boilers provide a convenient, safe and
environmentally responsible way to heat your home and hot
water with wood pellets, assuring unusually high heating
efficiency, low heating costs, and use of an abundant, locally

available, renewable fuel.

Innovation
B Pneumatic pellet feed is ideally suited
for bulk fuel applications. However, the

PE1 may also be used with bagged fuel.

B Industry leading exhaust control
ensures optimal fuel-to-air ratio.

 Unique dual safety gates.

B Cascade control for systems
requiring multiple boilers.

B Automatic heat exchange cleaning
provides maximum efficiency.

U Integrated storage tank control.

0 Rated outputs from
51k BTU/hr to 120k BTU/hr.

B Compact construction.
B Exhaust temperatures under 350°F.

B Used with or without thermal storage
(storage encouraged).

0 Single ash box with auger for long
ash removal times-300-1000 hours of
operation.

Bulk Fuel Delivery

With bulk delivery, a pellet fuel truck
delivers several tons of loose pellets to
the fuel storage bin or silo. The external
pneumatic feed device automatically
delivers these pellets to the boiler as
needed. Convenient fuel delivery with the
economic and environmental benefits of
biomass make the ultimate solution for
central heating and domestic hot water
production.
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PE1 boilers are EPA approved for use without thermal storage. The use of thermal storage is generally advised
for reducing burner starts, reducing wear on cycling parts, and for decreasing emissions. In cascaded
installations, thermal storage can double as a hydraulic separator. Please consult with your engineer and/or

Froling Wood Boiler Distributors to learn what is best for each installation.

Pellet Storage Options:

Auger/Pneumatic: Bag Silo:

Ideal for rectangular roms with front-end Flexible, simple, and easy to assemble.
removal Complete emptying gauranteed due to Rustproof and flood resistant, this system can
deep and horizontal position of the delivery be installed outside with the addition of rain

screw. Use with the suction system for flexible and sun covers.

boiler setup.

*Check with Froling Wood Boiler Distributing for additonal fuel storage options available.
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Installation Data
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LOW EMISSIONS

EPA CERTIFIED

Emission Data | PE1-20 | PE1-35

Annual efficiency | 7g.49 80.1%
rating

PE1-20 PE1-35 Tigti;:le err;:s;zn)s 0040 | o.0s3
L Length of Boiler 27-1/8" 33-1/2" SHIMNERAG
2 g Particle emissions
L1 Lengthw/flute Pipe Connection 29-1/8" 35" (Grams/hr) 0.425 0.678
g Width of Boiler 29-1/2" 29-1/2"
Height of Boiler 48-13/16" 58-1/4"
H1 | Height of Flue Collar 37 46-1/16" Boiler Accessories**
H2 | Height of Supply Connection 36-5/8" 45-5/8"
H3 | Height of Return Connection 29-1/2" 36-1/4" Energy Tank
H4 | Height of Drain Connection 3-3/4" 6-7/8"
The Energy Tank is an
H5 | Height of Supply Air Connection 15-3/8" 18-1/8" all-in-oﬁ)é thermal
H6  Height of Suction System Connection ~ 43-3/4" 54-3/8" burterand inclirect
- = domestic hot water
A Flue Pipe Diameter 5 6 heater
Technical Data Unit PE1-20 PE1-35
Rated heat output Btu/hr 68,243° 119,425°
Heat output range Btu/hr 15,534° - 68,243° 24,567° - 119,425°
Min. boiler temp setting °F 104° 122°
Max. boiler temp setting °F 194° 194°
Relief valve PSI 30 30
Electrical connection 240v / 60Hz / 15Amp
Electrical power* W 50 63
The Indoor Silo is designed for
Touch Screen Inches s 7 pellet storage and supply for
Boiler dry weight Pounds 551 837 thﬁ PETS' Depf:]ﬂczciiﬂg on the size,
t i 3.7-7.4 tons.
Water capacity Gal 10 16 SRLORERNR 203
Ash bOX Capacity Gal 5 74 **Check with Froling Wood Boiler Distributing for a

complete list of boiler accessories

Permitted fuel: “Pellet Fuel Institute (PFI) Standards Specification for Residential
/ Commercial Densified Fuel” Fuel Grade: “Super Premium” or “Premium”

*Numbers shown are normal operating figured, Peak intermittant consumption is higher
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