
Installation and operating instructions
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Pellet bag silo system

Translation of original German version of installation and operating instructions for technicians and
operators.

Read and follow all instructions and safety instructions.
All errors and omissions excepted.
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1 General information
Thank you for choosing a quality product from Froling. The product features a state-of-
the-art design and conforms to all currently applicable standards and testing
guidelines.
Please read and observe the documentation provided and always keep it close to the
system for reference. Observing the requirements and safety information in the
documentation makes a significant contribution to safe, appropriate, environmentally
friendly and economical operation of the system.
The constant further development of our products means that there may be minor
differences from the pictures and content. If you discover any errors, please let us
know: doku@froeling.com.
Subject to technical change.

C

B
A

Observe the following points when installing the device:
▪ Position the Variosilo pellet bag (A) in accordance with the regional regulations for

fire protection
▪ The external suction module (B – depending on boiler type) can be installed

anywhere along the return-air line.
If using an optional PST pellet deduster (C), the external suction module must be
installed between the pellet deduster (C) and the Variosilo pellet bag (A).

▪ Before starting installation, ensure the installation materials are suitable. If
necessary, replace them with material suitable for the support foundation.

▪ Do not switch on the power supply or start up the device until the hose lines have
been connected
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2 Safety

2.1 Hazard levels of warnings
This documentation uses warnings with the following hazard levels to indicate direct
hazards and important safety instructions:

 DANGER
The dangerous situation is imminent and if measures are not observed it will lead
to serious injury or death. You must follow the instructions!

 WARNING
The dangerous situation may occur and if measures are not observed it will lead to
serious injury or death. Work with extreme care.

 CAUTION
The dangerous situation may occur and if measures are not observed it will lead to
minor injuries.

NOTICE
The dangerous situation may occur and if measures are not observed it will lead to
damage to property or pollution.
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2.2 Permitted uses
The Fröling pellet bag silo discharge system is intended to be used only for storing wood
pellets. Use only fuels specified in the “Permitted fuels” section!
The unit should be operated only when it is in full working order. It must be operated in
accordance with the instructions, observing safety precautions, and you should ensure
you are aware of the potential hazards! The inspection and cleaning intervals in the
operating instructions must be observed. Ensure that any faults which might impair safety
are rectified immediately!
The manufacturer or supplier is not liable for any damage resulting from non-permitted
uses.
Only original spare parts or specific alternative spare parts authorised by the
manufacturer may be used.

2.2.1 Permitted fuels

Wood pellets
Wood pellets made from natural wood with a diameter of 6 mm

Note on standards EU: Fuel acc. to EN ISO 17225 - Part 2: Wood pellets class A1 / D06

and/or: ENplus / DINplus certification scheme

General note:
Before refilling the store, check for pellet dust and clean if necessary.

2.3 Qualification of assembly staff
 CAUTION

Assembly and installation by unqualified persons:
Risk of personal injury and damage to property
During assembly and installation:
r Observe the instructions and information in the manuals
r Only allow appropriately qualified personnel to work on the system

Assembly, installation, initial startup and servicing must only be carried out by qualified
personnel:
▪ Heating technicians/building technicians
▪ Electrical installation technicians
▪ Froling customer services

The assembly staff must have read and understood the instructions in the documentation.
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2.4 Personal protective equipment for assembly staff
You must ensure that staff have the protective equipment specified by accident
prevention regulations!

▪ During transport, erection and installation:
- wear suitable work wear
- wear protective gloves
- wear safety shoes (min. protection class S1P)

2.5 Qualification of operating staff
 CAUTION

If unauthorised persons enter the Installation room / boiler room:
Risk of personal injury and damage to property
r The operator is responsible for keeping unauthorised persons, in particular children,

away from the system.

Only trained operators are permitted to operate the unit. The operator must also have
read and understood the instructions in the documentation.

2.6 Protective equipment for operating staff
You must ensure that staff have the protective equipment specified by accident
prevention regulations!

▪ For operation, inspection and cleaning:
- suitable work wear
- protective gloves
- sturdy shoes
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3 Technology

3.1 Dimensions
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Item Name 2.00 x 1.25 2.00 x 2.00 2.30 x 2.00 2.30 x 2.30

H1 Height of the wooden frame mm 1900 1820

H2 1) Height of the filling pipe height below the
crossbars

1680 1600

H3 2) Height of the filling pipe height above the
crossbars

1960-2170 1880-2090

H4 Height of the cloth bag at max. expansion 2400

H5 Minimum store-room height required with
filling pipe below / above the crossbars

1950 / 2160 1900 / 2080

H6 Minimum distance between filling pipe and
ceiling

150

L1 Length of the filling pipe 2195 2495

L2 Length of the wooden frame 2000 2300

L3 Distance between wooden frame and
filling pipe when mounted on the short side

625 - 1000 -

L4 Filling pipe length 485

B1 Width of the wooden frame 1250 2000 2300

B2 Distance of the wooden frame from the
filling pipe

1000 1150

D1 Filling pipe diameter 100 (Storz A coupling)

A1 Distance of the wooden frame from the
wall

min. 100

A2 Distance of the filling pipe from the wall min. 300

F Base plate footprint 120 x 120 160 x 160

Number of filling pipes Pcs. 1

Number of tension springs 6 8 12 16
1. for low store-room height
2. the height can vary depending on the position of the filling pipe on the mounting plate
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Item Name 2.90 x 2.00 2.90 x 2.30 2.90 x 2.90

H1 Height of the wooden frame mm 1900

H2 1) Height of the filling pipe height below the
crossbars

1600

H3 2) Height of the filling pipe height above the
crossbars

1960-2170

H4 Height of the cloth bag at max. expansion 2400

H5 Minimum store-room height required with
filling pipe below / above the crossbars

1950 / 2160

H6 Minimum distance between filling pipe and
ceiling

150

L1 Length of the filling pipe 3095

L2 Length of the wooden frame 2900

L3 Distance between wooden frame and
filling pipe when mounted on the short side

1000 1150 -

L4 Filling pipe length 485

B1 Width of the wooden frame 2000 2300 2900

B2 Distance of the wooden frame from the
filling pipe

950

D1 Filling pipe diameter 100 (Storz A coupling)

A1 Distance of the wooden frame from the
wall

min. 100

A2 Distance of the filling pipe from the wall min. 300

F Base plate footprint 160 x 160

Number of filling pipes Pcs. 2

Number of tension springs 14 12 16
1. for low store-room height
2. the height can vary depending on the position of the filling pipe on the mounting plate
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Length overview of the wooden bar

A

AB

B

C

C

C

C

Type Longitudinal member (A) Transverse member (B) Uprights (C)

2.00 x 1.25 mm 60 x 160 1940 60 x 160 1190 60 x 120 1740

2.00 x 2.00 80 x 160 1920 80 x 160 1920 80 x 160 1660

2.30 x 2.00 2220

2.30 x 2.30 2220

2.90 x 2.00 80 x 240 2820 80 x 240 1920

2.90 x 2.30 2220

2.90 x 2.90 2820

3.2 Capacity

1
,9

5
 m

2
,4

0
 m

Variosilo pellet bag Capacity1)

for store-room height of 1.95 m for store-room height of 2.40 m

2.00 x 1.25 2.2 t 2.7 t

2.00 x 2.00 3.0 t 4.0 t

2.30 x 2.00 3.4 t 5.0 t

2.30 x 2.30 3.7 t 5.7 t

2.90 x 2.00 4.5 t 6.3 t

2.90 x 2.30 4.7 t 6.8 t

2.90 x 2.90 6.0 t 8.8 t
1. The filling capacity depends on the bulk density of the pellets (600-750 kg/m³) as well as the store-room height and can deviate up to 20%. For the maximum filling capacity, a store-

room height of at least 2.40 m must be provided. A certain residual quantity must be expected to remain when the probe indicates "empty".
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4 Notes on the installation location

max. 300 cm
min. 80 cm

max.

50 cm

6

4

5

2

1

max.

200 cm

4
3

5

2

1

Quelle:

Deutscher Energieholz- und

Pellet-Verband e.V.

1 Installation site of the Variosilo pellet bag, Ü "Installation site" [} 10]

2 Variosilo pellet bag with breathable cloth

3 Extension of the blow-in pipe into the open atmosphere (if required)
connection height for the blow-in pipe maximum 200 cm, Ü "Extending the blow-in pipe" [} 11]

4 Pellet supplier’s blow-in pipe (max. 30 m)

5 Ventilation opening into the open atmosphere with a clear cross-section of at least 400 cm².
If the Variosilo pellet bag is located in the same room as that where the boiler is installed, the ventilation
opening for combustion air for the boiler can be used.

6 Window or door for routing the pellet supplier’s blow-in pipe. The hose length to the outside is maximum 300
cm.

4.1 Installation site
r Position the Variosilo pellet bag so as to comply with the regional regulations for

fire protection
r The Variosilo pellet bag can be installed outside if necessary

Ä It is however essential to protect the silo from rain and UV light
Ä The support foundation must be dry

r The installation site must be flat with a stable support foundation (e.g. reinforced
raw concrete)
Ä If required, build up the support foundation with suitable material to level it
Ä Where point loadings occur, insert pressure spreading plates underneath the

feet
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4.2 Extending the blow-in pipe
If the blow-in pipe is to be extended to discharge to the outside, comply with the
following points:

A

B

C

ca.100 mm

3
0
0
 m

m

m
in. 500 m

mmax.

500 mm

D

Filling pipe with flange (A)
r Use suitable installation materials to attach the flange of the filling pipe to the

external wall
r Fill the gap between the filling pipe and the external wall with foam compound
Filling pipe with rotation protection (B)
r Concrete in or brick in the filling pipe at a distance of approx. 10 cm from the

external wall; position the twist protection on the external wall
Ä Filling pipes which are fixed in place using foam compounds will probably rotate

when the blow-in pipe is attached

▪ A 45° elbow must be followed by a straight section of pipe with a length of at least
50 cm

– Do not use 90° elbows
▪ Using a 4 mm² earth wire, connect the filling pipe to the earth in the building

– To extend the filling pipe always use metal pipes to ensure any electrostatic
charges are discharged

▪ Secure the sections of pipe with suitable pipe clamps (D), to prevent the pipe joints
loosening due to the pressure used to blow in the pellets

▪ Use ventilated blank covers to protect the filling pipe from rain and prevent the
ingress of moisture into the filling pipe. This must not restrict ventilation.
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5 Assembly

5.1 Materials supplied

1 1
2

4

4

6

6

7

7

8

8

6

6

5

5 5

5

2

2

2

3

3

3

3

4

4

13

13

13

13

15

1514

14

12

11

17

18

19

25

20

21

23

24

9

10

22
16
16

1 Spring washer 14 Pipe

2 Tension bar 15 Pipe

3 Tension bar 16 Hinge pin clamp

4 Base plate 17 Suction probe

5 Upright supports 18 Cloth bag

6 Corner joint 19 Frame plate

7 Crossbars 20 Hose clamp

8 Crossbars 21 Pipe clamp

91) Distributor head 22 Filling pipe with Storz A coupling

101) Coupling for the distributor head 23 Securing plate for filling pipe

11 Strap loop
(in the packaging of the cloth bag)

24 Holder bracket for filling pipe

12 Spring 25 Moisture protection tarpaulin
(in the packaging of the cloth bag)

13 Corner joints
1. Optional for optimising the degree of filling (installed underneath the crossbar when installing the filling pipe)
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5.2 Notes on installation
NOTICE

If the height at the place of installation is too low, considerable damage can be caused to
the cloth bag when the pellets are being blown in
Take the following precautions:
r Comply with the specified minimum height of the room!

NOTICE
Modifications to the wooden frame of the Variosilo pellet bag can seriously damage the
product.
The static forces on the wooden frame are precisely calculated. The material must
not be modified or weakened in any way (e.g. by cutting pieces out)!

NOTICE
Wood is a natural construction material and can undergo slight deformation as a result of
strain, humidity, etc. However, this will not result in any malfunction.

1

1

2
2

▪ Arrange the crossbars (1) so they overlap
▪ Arrange the uprights (2) so that two crossbars (1) rest on each
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5.2.1 Arrangement of the tension springs
The number of tension springs on the short and long sides varies depending on the size
of the Variosilo pellet bag. During installation, ensure the correct arrangement of the
tension springs.

2.00 x 1.25 2.00 x 2.00 2.30 x 2.00

6 tension springs 8 tension springs 12 tension springs

2.30 x 2.30 2.90 x 2.00 2.90 x 2.30

16 tension springs 14 tension springs 12 tension springs

2.90 x 2.90

16 tension springs
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5.3 Shorten the baffle cloth (for low store-rooms)
If the store-room height is 2.05 m or less, the baffle cloth must be shortened to ensure
that the cloth bag is completely filled with fuel.

< 2,05 m

300 mm

r Shorten the baffle cloth in the cloth bag by cutting along the printed markings

5.4 Fitting the suction probe

1

2

90° NOTICE! The suction piece can be mounted in 90° steps on the underside of the
cloth bag. Ensure the position of the maintenance opening (1) and the filling
openings (2) in the cloth bag is correct.

C

D

11x

r Insert the baffle cloth into the cloth bag and thread the holes of the cloth bag on to the
threaded pins

r Mount the frame plate on the threaded pin and clamp the cloth bag with the frame
plate
- 11x M8 hexagon nuts
Ä Cut-outs (C) and weld nuts (D) on the side of the connector supports
Ä When doing this, be sure to position the weld nuts (D) on the outside
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r Open the maintenance opening on the cloth bag
r Clamp the cloth bag with a screw from the inside

- 1x M8 x 16 hexagon head screw

5.5 Erecting the wooden frame

60 mm

6
0

 m
m

4
0

 m
m

A

B

160 mm
240 mm

A B

r Mount the corner joints on the four uprights as shown
- 1x M12 x 80/100 hexagon head screw per upright
Ä Hole A for Variosilo pellet bag

- 2.00 x 1.25
- 2.00 x 2.00
- 2.30 x 2.00
- 2.30 x 2.30

Ä Hole B for Variosilo pellet bag
- 2.90 x 2.00
- 2.90 x 2.30
- 2.90 x 2.90

NOTICE! Do not fully tighten the screws yet
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Back and left side
40 mm

r Slide the crossbars on to the hanging loops as shown
r Mount the upright on the crossbar

- 2x M12 x 80/100 hexagon head screws per upright

40 m
m

r Slide the crossbars on to the hanging loops as shown
r Mount the upright on the crossbar

- 2x M12 x 80/100 hexagon head screws

C

C

r Slide the pipes into the lower suspension loops and thread on the tension springs
according to the design of the Variosilo pellet bag, Ü "Arrangement of the tension
springs" [} 14]
Ä Make sure that the openings in the spring hooks (C) face outwards
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Front and right side

40 mm

r Slide the crossbars on to the hanging loops as shown
r Mount the upright on the crossbar

- 2x M12 x 80/100 hexagon head screws

40 m
m

r Slide the crossbars on to the hanging loops as shown
r Mount the upright on the crossbar

- 2x M12 x 80/100 hexagon head screws per upright

C

C

r Slide the pipes into the lower suspension loops and thread on the tension springs
according to the design of the Variosilo pellet bag, Ü "Arrangement of the tension
springs" [} 14]
Ä Make sure that the openings in the spring hooks (C) face outwards
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30 mm

30 mm 30 m
m

r Slide the corner joints approx. 30 mm on to the pipes and secure them with studs on
the underside
TIP: Mark a distance of 30 mm on the pipes

r Hang the strap loops to the crossbars and hook the tension springs on to them
r Slide the baseplates underneath the uprights

r Secure four tension bars to each baseplate
- 4x M12 x 20 hexagon head screws each side
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r Mount the tension bars to the corner joints and to the base plates
- 2x M12 x 20 hexagon head screws each side
- 2x M12 x 80/100 hexagon head screws each side

5.6 Align the Variosilo pellet bag

Ø 10 mm

r Align the uprights so they are vertical
r Anchor the Variosilo pellet bag base plates to the support foundation using suitable

installation material
r Tighten all the screw connections
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5.7 Installing the moisture protection tarpaulin
The moisture protection tarpaulin protects the cloth bag against rising damp in the event
of contact with the support foundation.
CAUTION: It does not provide protection against rain or flooding!

r Position the moisture protection tarpaulin supplied centrally under the cloth bag and
secure it to the floor with suitable installation materials
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5.8 Fitting the filling pipe
The following steps show installation of the filling pipe above the crossbar. If the height in
the installation room is insufficient for this, the filling pipe can be mounted below it. The
distributor head can optionally be fitted for better filling when the filling pipe is mounted
underneath the crossbar. In that case perform the necessary additional steps, Ü
"Mounting a distributor head on the filling pipe (optional)" [} 24].

Filling pipe above the
crossbar

Filling pipe below the
crossbar

Filling pipe with distributor
head below the crossbars

(optional)

For rectangular Variosilo pellet bags with two filling pipes, the following versions are
possible depending on the space available at the installation location:

Two filling pipes on the long side
(recommended)

One filling pipe on the short side

1/3 1/31/3

1
/2

1
/2

For one filling pipe For two filling pipes

1/2

1/2

1/3

1/3

r Measure the distance on the crossbar as shown and mark the position
r Position the left edge of the retaining bracket at the marking and fit the retaining

bracket
- 3x 6 x 50 countersunk screws
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B

r Install the mounting plate on the bracket with the flat face (B) facing upwards
- 2x hexagonal screws M12 x 20

r Install the pipe clamps on the mounting plate
- 2x hexagon head screws M16 x 16

A

300 mm

r Thread the filling pipe through the opening in the cloth bag
r Use the pipe clamps to fasten the filling pipes

Ä Distance of the innermost pipe clamp from the end of the filling pipe 300 mm
r Connect a potential equalisation wire to the lug (A) on the filling pipe

B

r Attach the cloth bag to the filling pipe using a hose clamp and sewn-on strap
Ä When doing so, be sure to push the seam (B) at the opening of the cloth bag

completely across the filling pipe
r Seal the unused openings in the cloth bag using the sewn-on tape

NOTICE! For bag silos with two filling pipes, repeat the installation operations for
the second filling pipe
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5.9 Mounting a distributor head on the filling pipe (optional)
If you are using the optional distributor head, in addition to the above points, comply also
with the following points.

30 Nm

r Slide both the distributor head and the filling pipe in to half the length of the coupling
TIP: Mark half the length of the coupling

r Tighten the screws on the coupling equally
Ä Tightening torque: 30 Nm

30°

30°

C

B

r Install the mounting plate with the flat face (B) facing upwards
r Install the filling pipe on the mounting plate inclined about 30 degrees downwards

Ä Use the indicated holes (C) on the mounting plate



Assembly | 5

M2580224_en | Installation and operating instructions Pellets-Variosilo 25

5.10 Install hose lines

PELLETS

3

2

1

r Secure the suction hoses to the connections using the hose clamps and fit to the
boiler
Ä Fit the pellet suction line to the left-hand connection (“PELLETS” sticker)
Ä Fit the return air line to the right-hand connection

Design information:
▪ Ensure potential equalisation (1), Ü "Potential equalisation" [} 27]
▪ Install the pellets hose so that the bypass openings (2) are closed. If necessary, the

setting for the bypass air can be adjusted Ü "Setting the pellet feed speed" [} 32]
▪ Fit the hose clamps as shown so that the cloth bag cannot be damaged by the screw

connection (3)
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5.10.1 Assembly information for hose lines

R

R R

R

R

<
 0

,5
m

R > 30cm

< 0,5m< 0,5m

Please note the following:
▪ Do not kink the hose lines! Minimum bending radius = 30cm
▪ Lay the hose lines as straight as possible! Sagging lines can lead to so-called

“pockets”, which may cause problems with the pellet feed.
▪ Lay the hose lines in short sections away from walking areas.
▪ Hose lines are not UV-proof. Therefore: Do not install the hose lines outdoors.
▪ Hose lines are suitable for temperatures up to 60°C. Therefore: Hose lines must not

come into contact with flue gas pipes or uninsulated heating pipes.
▪ Hose lines must be earthed on both sides to ensure that no static charge builds up as

a result of transporting the pellets.
▪ The suction hose to the boiler must be in a single section.
▪ The return-air line can be made up of several sections, but consistent potential

equalisation must be established throughout the line.
▪ For systems over 35 kW, only hose lines with PU inlet are recommended due to the

increased load
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Potential equalisation
NOTICE! Ensure consistent potential equalisation when connecting the hose lines!

r Expose the earth wire of the hose line to approx. 8 cm
Ä TIP: Slit the insulation open along the wire with a knife

r Bend the earth wire inwards in a loop
Ä This prevents the earth wire from being damaged by the pellet movement

r Slide the hose clamp onto the hose line and secure to connector
Ä Ensure that contact is established between the earth wire and the connector.

Remove paint from the affected area if necessary
Ä TIP: If stiffness occurs when trying to attach the hoses to the connectors, pour a

few drops of water onto the pipe (do not use lubrication grease!)
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5.11 Final Check
Before the first filling of the Variosilo pellet bag, perform the following checks:

1

2

5

6

4

3

7

8

r All screw connections (1) must be tight
r Check that the hoses (2) are correctly routed and secured to the connections
r Pipe clamps, hose clamps, and tapes (3) on the filling openings of the bag silos must

be tightened firmly
r Check that the loops of the cloth bag (4) lie evenly and crease-free on the bars and

are not touching any sheet metal parts (corner connectors, holder of the filling spouts)
r Pull the straps at the openings (5) of the cloth bag tight
r Place a humidity protection mat (6) centrally under the cloth bag
r Strap loops (7) double looped over the crossbars
r Double pass of the expander rope (8) routed into the cloth bag loop and correctly

hooked in place
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6 Operation

6.1 Notes on first filling
When the cloth bag and tension springs have not yet been filled with pellets, they have
not yet been stretched. Therefore, it is important before or during the first filling to note
the following:

As the cloth bag is filled it will expand; beyond a certain degree of fill the suction probe
will lie on the floor. Therefore, the suction hoses must be able to move a distance of
50 cm from the connection to the suction probe and must not be fixed to the floor in
this area.

6.2 Before Filling
NOTICE

If the filling pipe and cloth bag are not in the correct position, the weight of the
pellets can damage the cloth bag
Take the following precautions:
r Before filling the silo always check the points below to ensure that the pellets can

hit the baffle cloth opposite the filling pipe unhindered
Ä Create the desired conditions if necessary
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α

7

8

6

8

7

6

Item Wrong Right

1 ▪ Pipes or electrical installations (e.g. lamps) above
the cloth bag

▪ Area above cloth bag free to expand unhindered up
to the ceiling

2 ▪ Cloth bag is sagging ▪ Inflate the cloth bag before filling it

3 ▪ Seam at opening of cloth bag slipped in front of the
filling pipe

▪ Seam at opening of cloth bag slipped over the filling
pipe

▪ Filling pipe protruding into the cloth bag
4 ▪ Distance between inner pipe clamp and end of filling

pipe less than 300 mm
▪ Distance between inner pipe clamp and end of filling

pipe about 300 mm
5 ▪ Filling pipe crooked ▪ Align the filling pipe horizontally

▪ Ensure that the filling pipe remains horizontal during
filling

6 ▪ Loops of the cloth bag lie unevenly and wrinkled on
the bars

▪ Smooth out the loops of the cloth bag so that they
lie evenly on the bars

▪ No contact with sheet metal parts (corner joints,
holder of the filling pipes)

7 ▪ Once the cloth bag is empty, clamp the cloth bag /
expander rope to the tension springs

▪ Cloth bag hanging free alongside the springs

8 ▪ Suction piece askew due to an incorrectly clamped
cloth bag or the impact mat caught up in the clamp

▪ Suction piece hanging horizontally and evenly on
the cloth bag
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6.3 Filling process
NOTICE! The instructions in the operating instructions for the boiler should also
be observed when filling the Variosilo pellet bag.

r Remove the blanking plate from the filling pipe
r Connecting the pellet supplier’s blow-in pipe to the filling pipe
NOTICE! Do not use the filling pipe as a support for the weight of the blow-in
pipe

For types of bag silo with two filling pipes:
r Stop the filling process briefly and connect the blow-in pipe to the second filling

pipe
Ä The aim is even filling of the Variosilo pellet bag

NOTICE! The second filling pipe is used only for better pellet distribution. The
cloth bag allows air through but not dust, so simultaneous dust extraction
during filling is not permitted. Do not connect any suction devices.
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6.4 Setting the pellet feed speed
The speed at which the pellets are fed in can be adjusted by moving the position of
the pellet suction hose on the suction probe connection.
IMPORTANT: Only adjust the speed at which the pellets are fed in after speaking to
your Fröling customer service team.

Bypass holes closed Bypass holes open

6.5 Residual pellets in the bag silo

When the cloth bag is full, the tension springs are extended and suction probe rests
on the floor. As pellets are withdrawn from the cloth bag the tension springs contract,
so the pellets settle more easily.
Due to the physical characteristics of the pellets, the suction probe is expected to take
in air when there is a residual quantity of about 100 kg in the bag.
Repeated and controlled banging on the side of the cloth will knock the pellets down
again. This process can be repeated until the silo is completely empty.
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6.6 Cleaning
After 3-5 fillings the Variosilo pellet bag should be completely emptied in order to
check the dust proportion and clean the silo as necessary.
NOTICE! Use of a pellet deduster (Fröling PST) can reduce the incidence of
fines and extend the cleaning interval. We therefore recommend the use of the
Fröling PST!

r Open the strap on the maintenance opening of the cloth bag

r Using an industrial vacuum cleaner, remove the pellet dust from the suction probe
r Close the maintenance opening with a strap so that it is dust-tight

6.7 Recurrent Check
The Variosilo pellet bag is designed to be effectively maintenance-free. For lasting
reliable operation, the Variosilo pellet bag should be subjected to a regular visual
inspection.
r Check the wooden frame for damage
r Check that all screw connections are tightened
r Check the tightness of pipe clamps and closing tapes
r Check the cloth bag for damage
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6.8 Correcting any cloth shifts

If the cloth is subjected to concentrated loading, it may shift at the seams. This can
cause the cloth to come apart slightly. This is not a sign of damage, the Variosilo pellet
bag is still perfectly fit for use and can still bear the full static load.

However, as dust can escape, shifts in the cloth should be corrected as follows:

r Slide the cloth into position using your finger
OR
r Stick strips of cloth to the affected area

Ä Repair kit available from Fröling



M2580224_en | Installation and operating instructions Pellets-Variosilo 35

Notes



Manufacturer’s address

Fröling Heizkessel- und
Behälterbau GesmbH

Industriestraße 12
A-4710 Grieskirchen
+43 (0) 7248 606 0
info@froeling.com

Zweigniederlassung
Aschheim

Max-Planck-Straße 6
85609 Aschheim
+49 (0) 89 927 926 0
info@froeling.com

Froling srl

Via J. Ressel 2H
I-39100 Bolzano (BZ)
+39 (0) 471 060460
info@froeling.it

Froling SARL

1, rue Kellermann
F-67450 Mundolsheim
+33 (0) 388 193 269
froling@froeling.com

Installer’s address

Stamp

Froling customer services

Austria
Germany
Worldwide

0043 (0) 7248 606 7000
0049 (0) 89 927 926 400
0043 (0) 7248 606 0

www.froeling.com
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